MANUFACTURE TOLERANCE
UNLESS OTHERWISE SPECIFIED: +/- .030"

REFERENCE:
A.S.F. DRAWING 1-9271 REV. A
SIDE BEARING BASE WIDTH GAGE
3600LT, 4500LT, 5600LT

BOXED DIMENSION IS MINIMUM
CHARACTERISTIC TO BE VERIFIED
FOR RECERTIFICATION
RECERTIFICATION TOLERANCE +/- .020"

<table>
<thead>
<tr>
<th>GAGE</th>
<th>&quot;A&quot;</th>
<th>ASF #</th>
<th>APPLICATION</th>
<th>Material:</th>
</tr>
</thead>
<tbody>
<tr>
<td>W569-1</td>
<td>6.750</td>
<td>1-9271-1</td>
<td>SPRING CONTROL BEARINGS</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>W569-2</td>
<td>6.438</td>
<td>1-9271-2</td>
<td>RIDE CONTROL BEARINGS</td>
<td>Thickness: 1/8&quot;</td>
</tr>
</tbody>
</table>

SCALE .5X

WINCHESTER INDUSTRIES INC.
SIDE BEARING BASE WIDTH GAGE

CUSTOMER: ENG PDT 2/22/06