RIDEMASTER is Register Trademark
of American Steel Foundries

COLUMN INNER LAND SURFACE GAGE
ASF RIDEMASTER TRUCK BOLSTERS
MARKING

"A" ± 0.005
"B" ± 0.005

TOLERANCE UNLESS
OTHERWISE SPECIFIED ± .010"

RECERTIFICATION WEAR LIMIT ALLOWANCE ± .020"

REFERENCE:
1993 MSRP D-334

REFERENCE:
ASF RIDEMASTER
MAINTENANCE MANUAL
1-8998
DATE OF ISSUE 4/1/95 Page RM 20

<table>
<thead>
<tr>
<th>GAGE</th>
<th>CAPACITY</th>
<th>&quot;A&quot;</th>
<th>&quot;B&quot;</th>
<th>MARKING</th>
</tr>
</thead>
<tbody>
<tr>
<td>W919-1</td>
<td>70 TON</td>
<td>17.375</td>
<td>8.688</td>
<td>70 TON</td>
</tr>
<tr>
<td>W919-2</td>
<td>100 TON</td>
<td>17.125</td>
<td>8.563</td>
<td>100 TON</td>
</tr>
</tbody>
</table>

Material:
Stainless Steel
Thickness: 1/8"

Scale: .35X

WINCHESTER INDUSTRIES INC.
COLUMN INNER LAND SURFACE GAGE

SIZE | Job# | DWG NO. | Disk | REV
-----|------|---------|------|-----
A    |      | W919    |      | A   

CUSTOMER: WINCHESTER
ENG: JCD 10/8/95