RIDEMASTER is Registered Trademark
of American Steel Foundries

BOXED DIMENSION IS MINIMUM
CHARACTERISTIC TO BE VERIFIED
FOR RECERTIFICATION
RECERTIFICATION TOLERANCE +/- .020"
REFERENCE:
A.S.F. MAINTENANCE & REPAIR MANUAL
RIDEMASTER TRUCKS
DATE OF ISSUE 4/1/95 RM 28
1-8994
CORRECTED BY JEFF RUBACK ASF 6/28/2001
CORRECTION MADE TO 100 TON
70 TON NEVER PRODUCED - DIMENSION REMOVED

<table>
<thead>
<tr>
<th>GAGE</th>
<th>MARKING</th>
<th>&quot;A&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>W923-1</td>
<td>70 TON</td>
<td>17.875</td>
</tr>
<tr>
<td>W923-2</td>
<td>100 TON</td>
<td>17.656</td>
</tr>
</tbody>
</table>

Material:
304 Stainless Steel
THICKNESS: .125"

WINCHESTER INDUSTRIES INC.

COLUMN "NO-GO" GAUGE (1-8994)

SIZE  | Job#  | DWG NO. | W923 | Disk | REV |
      | A     |         |      |      |     |
CUSTOMER       | ENG | JCD | 12/22/2009 |